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Model Dimension
LDG0910B-5 S5W ®© 50x90mm AL
LDG0910B-7 W ® 50x90mm AL
LDG0920B-10 10W ®50x110mm AL
LDGO0930B-15 15W ®50x130mm AL
LDG0940B-18 18W ®50x150mm AL

Model Power Dimension EETEL

LDG0910A-5 5W ®50x90mm AL
LDGO910A-7 W ® 50x90mm AL
LDG0920A-10 10W ®50x110mm AL
LDGO930A-15 15W ®50x130mm AL
LDGO940A-18 18W ®50x150mm AL
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- Beam angle:30°
Color:Black/White
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Air hole for heat dissipation 360 ° rotating freely




Structure & size
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Performance & parameter of product

Model No.

lumen (Im)

LDG0930B-15

. | .
warm white natL.lra cool white
white

performance REESUEEEEILY 3000K 4200K 6500K
parameter CRI >80
type of LED COB
beam angle 350

decay rate (%)

1000 hours no more than 3%

total power (W) 15W+10%
lifespan (Hrs) >30000HTrs
high voltage testing 500Vac/1Tmin
lighting efficiency 279Im/W
chip quantity 1PCS
LED .
‘ series-parallel way 15C2B
parameter
voltage 110-265V
current 300mA
input parameter 110 ~265VAC, 50/60Hz
driver
‘ power factor >0.5
parameter
output parameter 250mA+5%
material AL
dimension 120*49X198mm
structure t-out /
cut-ou
parameter
protection class Class Il
P IP20

operating temperature
environment

-25°C ~ 50°C, 10% ~ 90% R.H.

parameter
storage temperature

-30°C ~ 85°C, 0% ~ 95% R.H.




Installation instructions

" Installation instructions: B
1.Switch off the power.
2. Install track in the ceiling solidly.
3. Connect the track to mains(110V-220V) (see below
pic. 1)
4. Turn adaptor slide switch. (see below pic. 2)
5.Fix the lamp into track, lift up the lamp and turn
adaptor slide switch. (see below pic. 3)
6. 5witch on the power if above steps done properly

without anvy mistakes.
N y y,

G N\ (2

E ..dﬂ"“ 1
- o

I

Yuedeng Technology Co.,Ltd. www.oteshen.com  Email: sales@oteshen.com  Tel/Whatsapp: +8618924523540



